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PHYSICAL BASIS OF SINTERING

50 years to find out!

Surface tension phenomena




PHYSICAL BASIS OF SINTERING

Surface tension phenomena




Definitions of Sintering

Mechanical

Sintering is a thermally activated transition of

a powder or porous system to thermodynamically
more equilibriums tate through a decrease of the
free surface energy

Physical

Sintering is a thermal treatment for bonding
particles into a coherent, predominantly solid
structure viamass transport events that often
occur on the atomic scale. The bonding leads

to improved strength and a lower system
energy

Practical

Sintering is an operation in a metallurgical
cycle of production of powder articles in
whose course a precompacted powder body
changes its structure and obtains required
physical-mechanical properties




Major Phenomena in Sintering

Densification

loose powder

initial stage

intermediate stage final stage

Contact formation (Surface Area Loss)




Important Mechanical and Physical Parameters

Density
: _ m
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Important Mechanical and Physical Parameters

Specific Surface Area

St for spherical separated particles(pores):
i ' _ 4m® 3
Vskeleton =2 4/3nr3 = ;
for arbitrary shape:
A

atoms

= |

grain boundary
X = neck diameter

D = particle diameter
X/D = neck size ratio

Shrinkage (Swelling):

A Ve 3 Mg Bi g V-8 Bl
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SINTERING THEORY

Frenkel approach (1945) Pines approach (1946)

coalescence of viscous particles evaporation of emptiness
driven by surface tension

. pore

/ (vacancies)
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Mass Transport in Sintering

Q
b

pes K =

PATH 2: LATTICE DIFF.

_'PATH 3:
“~ EVAPORATION

The mechanisms of sintering (the identifying
numbers arc defined in Table 1). All lead to neck-growth.
Only mechanisms 4, 5 and 6 cause densification.
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COMPLEX SHAPE PARTS PRODUCED VIA
POWDER METALLURGY ROUTE

' auto transmission sprockets

- - e

metal fiber filter for
"3 irbag inflators

,,ﬁ:;{i”

palate expander parts " foldable paper hole punch



Theory of Sintering: Practical Implementation

It was necessary to combine ideas of

MECHANICS
&
MATERIALS SCIENCE

The breakthrough happened in the end of 1980s
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The Main Constitutive Relationship

Bulk modulus: Shear modulus:
) Resistance to the volume change Resistance to the shape change
Strain rate component  ¢,hctjon of porosity function of porosity

Volume strain rate

Generalized

viscosity: L . .
corresponds to the Effective sintering stress:

function of porosity

constitutive properties of
particle material

externally applied material resistance sintering
stresses

Olevsky E.A. (1998), Theory of sintering: from discrete to continuum. Review, Mater. Sci. & Eng. R: Reports, 40-100



Continuum Theory of Sintering

Without considering sintering stress

Ojj = M [pe

1 ..
i T (W‘g(ﬂ)eé}j]

Oj; s the i) component of the stress tensor; o(w) effective stress

G(W) — 2770W Linear viscous (hot deformation of
amorphous materials; free sintering)

G(W) =0, Plastic (cold pressing)

g(W) — AWm Power-_law creep (hot deformation of
crystalline materials)



Continuum Theory of Sintering

= T 1+ (e

2(1-9)° Bulk modulus &;  Kronecker delta
3 6
o=1-0)>  Shear modulus

w:

17, Shear viscosity of the fully-dense material

Equivalent effective
strain rate
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Shape change rate
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Continuum Theory of Sintering

Including sintering stress:

1
Ojj = G(W) ———[pg; + (W — - p)es; 1+ p,o;
w 3
3«
_5_(1 6)*

O

P, The effective sintering stress
o Surface tension r, Radius of the particle

o; external stress
For free sintering, no external stress, o; =0



Continuum Theory of Sintering

Problem of free sintering of a porous body

T 1 i + (i T B

O = O=> —~=
For linear viscous phase o (w) = 27,w
Projection on r direction: 27,[¢é, +(W—%¢))é]=—p| (a)
L . _ : 1 ..
Projection on z direction: 29, +(w—§¢)e] =—p, (b)
* . 1 ..
@)2+(0)> 2nlp(2¢, +¢,)+3( 5 ¢)]=-3p
e=2¢ +¢&, = 2n,3we =-3p, = p, =—2n,we
Continuity equation & — i
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Continuum Theory of Sintering

- Saogp®
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Pressing in rigid die and free sintering of a powder cylinder

after pressing in rigid die after free sintering

| BdRte=1
i B A=

B 2. 11
¥ I T Wi L2
PRI
4 S| &.ADDe-02
| 2898011 pioiat
b '
| 4 1 4. 7E5e-02
BEX S uadn i} B
sl b
Hasngihydings | 4. 1eme-02
[ ®- 12e=01 Gndgand inn
B e A?;" g e |
| e Bt e I i 8
L 1A= .‘§*£ I S ol T T2 3
it dupon iy L] 1
ékig:ﬁ é :'.?.. S Ek
1, 15T%e1r] s %n G4t 3, Fodimmt2
4-3“ LT 5 b
Sl 2
ekl é.
1 811 - 32 S0
Specific time - 0 specific time = 1.0 specific time - 1.5

2.840e-01
1.850e-01
1.520e-01
1.190e-01

600e-02
5.300e-02
2.000e-02

=
=]
1
]
=]
=]
w
©

| 2.180e-01

i
porosity scale

E. Olevsky, G. Timmermans, M. Shtern, L. Froyen, and L. Delaey, The permeable element method for
modeling of deformation processes in porous and powder materials: Theoretical basis and checking by
experiments, Powd. Technol. - 93/2, 123-141 (1997)



Gravity Influence: Grain Segregation Effect

finite-element analysis

without grain segregation effect expe?rnent

\

[ finite-elernent analysis with

grain segregation effect

E.A. Olevsky and R.M. German, Effect of gravity on dimensional change during sintering, Il. Shape distortion,
Acta Mater., 48, 1167-1180 (2000)
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MULTI-SCALE MODELING OF SINTERING

Idealized unit-cell used for the
determination
of the effective constitutive parameters

Sintering theory was traditionally
developed  either as the

application of complex diffusion
or viscous flow mechanisms to a
simple geometry or as complex
evolution of microstructure with
simple diffusion mechanisms. For
example, the bulk modulus v can
be obtained from the solution of

the problem of hydrostatic I I I II
loading of the chosen

representative unit cell. The

disadvantage of this model basis
Is the high degree of the
idealization of the grain-pore

structure.

W
[TTT1




CONSTITUTIVE PARAMETERS OF MODELS FOR POROUS
MATERIAL DENSIFICATION

m
Kuhn & Downey 2 2
32+ (1-0))(1-0) 96(2+0)(1-9)
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Monte Carlo Model was used to simulate grain growth,
vacancy diffusion and vacancy annihilation

We use a digitized microstructure

]_ N 8
- Energy E = (1-5(a,.a;)
NN 2 =3
grain growth pore migration vacancy annihilation
change pixel color swap pixels move pixel out
[ ]
HEEN HEEEEEE

v

E. Olevsky, V. Tikare, and T. Garino, Multi-scale modeling of sintering — A Review, J. Amer. Ceram. Soc., 89 (6),
1914-1922 (2006)



Mesoscale Simulation Using the Potts Model

E. Olevsky, V. Tikare, and T. Garino, Multi-scale
modeling of sintering — A Review, J. Amer.
Ceram. Soc., 89 (6), 1914-1922 (2006)

E. A. Olevsky, B. Kushnarev, A. Maximenko, V.
Tikare, and M. Braginsky, Modeling anisotropic
sintering in nanocrystalline ceramics, Phil.
Mag., 85, 2123-2146 (2005)

V. Tikare, M. Braginsky, E. Olevsky, and D. L.
Johnson, Numerical simulation of anisotropic
shrinkage in a 2D compact of elongated
particles, J. Amer. Ceram. Soc., 88, 1, 59-65
(2005)

M. Braginsky, V. Tikare, and E. Olevsky,
Numerical simulation of solid state sintering,
Int. J. Solids and Structures, 42, 621-636 (2005)
E. Olevsky, B. Kushnarev, A. Maximenko, and
V. Tikare, Modeling of sintering at multiple

length scales: anisotropy phenomena, TMS First publication:

Letters, 3, 55-56 (2004) V. Tikare, E.A. Olevsky, and M.V. Braginsky,
V. Tikare, M. Braginsky, and E.A. Olevsky, Combined macro-meso scale modeling of
Numerical simulation of solid-state sintering: I, sintering, in: Recent Developments in Computer
Sintering of three particles, J. Amer. Ceram. Modeling of Powder Metallurgy Processes, ed. A.
Soc., 86, 49-53 (2003) Zavaliangos and A. Laptev, 10S Press, 85-104

(2001)



Results: Simulation of Microstructural Evolution during
Sintering

Time, t =0 MCS t = 2,000 MCS t = 50,000 MCS
Vacancy anithilation: “jump” and “shift” algorithms

Digitized images can be mined for many types of data



Schematics of Multi-Scale Modeling

Macroscopic shape distortions

Density distribution
Macro-Scale FEM Macroscopic damage

Macroscopic stress-strain state

Two possible approaches:
¢ Direct determination of the macroscopic constitutive
parameters based on the mesoscale simulations.
¢+ The macroscopic level envelopes the mesoscopic

simulators.



CONSTITUTIVE PARAMETERS

bulk and shear moduli 8 grain growth kinetics

DETERMINATION

Theoretical: Experimental:
Mesoscale Simulation Sinter-forging and free
sintering experiments




Sintering Stress and Bulk Modulus Approximations
Based on Mesoscale Simulations
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E. Olevsky, V. Tikare, and T. Garino, Multi-scale modeling of sintering — A Review, J. Amer. Ceram. Soc., 89 (6),

1914-1922 (2006)



Multi-Scale Virtual Reality of Powder Processing
iiiiiiiiiiiiiiiiiiiiii each element

EEEEEEEEEEEE S SN initial state current state

A at each time step

Modeling of initial random structure of material

Boundary conditions |

Parallel

EMC modeling processing
of diffusion

|
Mesoscopic FEM
modelingof internal
siresses, CUrTents

and temperatures

I
Homogenization for
ohtaining macroscopic
elastic constants,
thermal conductivity
and eleciric resistivity

th . th .
I macroscopic J - macroscopic
finite element finite element

I T

|
Macroscopic FEM modeling




Sample problem solution: sintering with inclusion
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MODELING OF SPS

Overwhelming majority of publications on SPS describe
empiric trial-and-error attempts to consolidate various
powder material systems.

The conducted theoretical studies are mostly reduced
to the modeling of temperature and electric current
density distributions. In practically all of the
publications the role of electrical field is narrowed down
to the generation of Joule heat, which thereby reduces
the theoretical framework, required for the description
of shrinkage and grain growth, to the existing
constitutive models of powder consolidation.

Generic physically-based modeling concepts are
currently in strong demand to enable the understanding
and control of the thermal and “field effects” — a
distinguishing set of factors rendering different spark-
plasma vs. conventional hot pressing and sintering
results.



Comparative study of SPS - HP of hypereutectic Al-Si-Fe-X powder

Heating rate 20°C/min
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Courtesy S. Kandukuri & L. Froyen




SPS: ENHANCEMENT OF MASS TRANSPORT

Thermal Effects in SPS

>
>

high heating rates

high local non-
uniformities of
temperature distribution
(local melting and
sublimation)
macroscopic
temperature gradients
thermal diffusion
thermal stresses

Field Effects in SPS

» electromigration
(diffusion enhancement)

» electroplasticity
(electron wind,
magnetic depinning of
dislocations)

» dielectric breakdown of

oxide films at grain

boundaries

ponderomotive forces

“pinch effect”

surface plasmons

Y V V



SPS: ENHANCEMENT OF MASS TRANSPORT

!—k—\

Thermal Effects in SPS Field Effectsin SPS

» high local non-
uniformities of electroplasticity
temperature distribution (electron wind,
(local melting and magnetic depinning of

sublimation) dislocations)
macroscopic dielectric breakdown of
temperature gradients oxide films at grain
boundaries
» thermal stresses ponderomotive forces
“pinch effect”
surface plasmons

E. Olevsky and L. Froyen, Constitutive modeling of spark-plasma sintering of conductive
materials, Scripta Mater., 55, 1175-1178 (2006)

E. Olevsky, S. Kandukuri, and L. Froyen, Consolidation enhancement in spark-plasma sintering:
Impact of high heating rates, J. App. Phys., 102, 114913-114924 (2007)

E. Olevsky and L. Froyen, Influence of thermal diffusion on spark-plasma sintering, J. Amer.
Ceram. Soc., 92, S122-132 (2009)



Micromechanical Model

E. A. Olevsky, B. Kushnarev, A.

c: a’ Maximenko, V. Tikare and M.
=3 T e Braginsky, Modelling of
P P c . . anisotropic sintering in crystalline
~J ceramics, Philosophical Magazine,
— RV . * 85, (19), 2123-2146 (2005
o, =b, -y +b, -y+b, =* - (19) (2009)
Ox
_ 2
O, = bly X+ b2y X+ b3y J% is the flux of matter in the direction of the
axis y caused by the grain boundary diffusion,
a 4 (— c+c D,, is the coefficient of the grain boundary
J'axdx:—asin—— Ox lc diffusion. &.. is th : hick
) 2 C iffusion, 8, is the grain boundary thickness,
k — Boltzman constant; T - absolute
. (C) = a, temperature.
X rc ’
oo Jo _ g Dy %} i —_ Jygb(c) Q
— X _ — y gbx —
Vo, (0)= oy (y=0)=0 a KT | oy 2(a+a,)(c+c,)
where ¢« is the surface tension, ¢ is the dihedral angle, a and c /
are the grain semi-axes; ox - effective (far-field) external stress in
the x-direction (compressive ox IS negative). Parameter
: 64D Q 3|1 1. 4| — Cc+cC
— C+C, . local st " i bound (c+cp_ the o =— gb ~“gb 22 _Zsinf | -g, P
Ox is a local stress on the grain boundar is the bx —
c g y o kT (a+ap)(c+cp) cfr. C 2 c?

stress concentration factor).

fBaf1 1. 4] 3= ) 3 . ¢ 11] 3-—
ax—{—{—+—3|n5}+2—csax(c+cp)}y +0{——sm——5r—}—2—cox(c+cp)

2c’|r, ¢ 2.c 2



Influence of High Heating Rates

» Experimentally, it has been shown in a number of investigations that
an increase in heating rate considerably increases the consolidation
rate of conductive and non-conductive powders during SPS.

> For example, it was shown for an alumina powder (Zhou et al.) that
the increase of heating rate from 50 to 300°C/min with the same
maximum temperature and the corresponding six time decrease of
sintering time allowed obtaining the same final density. Physically,
this was attempted to be explained as a result of the existence of
additional defects in the material directly related to high heating rates
and short time of the process. They could be initial “biographic”
defects resulting from processes of powder synthesis (lvensen or
defects in grain-boundaries between particles (Dabhade et al.).

» Gillia and Bouvard have conducted a series of fundamental
comparative experiments on sintering of WC-Co powder system with
different heating cycles. They employed cycles with the same average
heating rate but with various temperature histories (by employing
sequences of steady ramps and isothermal periods). Their results
Indicate the dependence of the densification rate on the average
heating rate but no dependence on the temperature history.



Influence of High Heating Rates

E. Olevsky, S. Kandukuri, and L. Froyen, Consolidation
enhancement in spark-plasma sintering: Impact of high
heating rates, J. App. Phys. 102, 114913-114924 (2007)

%
—F
c : _
—
x O
-t <+«
0 x — —
P pore
pore tip approximated by an embedded elliptical pore
grain

a

é—w(l—éz)[\/(l—é)z+§6—(1+f)j4

| | - BKTG*&?
Du and CZCkS G is the porous material’s grain growth rate, G° . s
G=gH % gL is the grain growth rate of the fully-dense material 9 e
e with the grain size G,, G, is the initial grain size of 1-0 —€= €y
Beck | the porous (powder) material - ,
ecketal. G™ is the current grain size of the fully-dense a4 1 235°K /s G 134 o
9 Y 6.67x10| — |@In G| =|6 if T>533K
G = G 466710 T-85540"  aterial: G is the initial grain size of the fully- G=< " °K @ o °\' G '
=G, i G,
dense material; tis time, s; and T is temperature, °K 0. if T<533K
i dT . .
For an aluminum a”Oy o = E = const is the heating rate, °K/s

powder



Porosity

Influence of High Heating Rates
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Shrinkage Rate, 1/s
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Influence of Thermal Diffusion

macroscopic temperature gradients  local temperature gradients
c .
Q VT

J=-D| VC, +C,

J is the vacancy flux, D is the coefficient of

diffusion, C, is the vacancy concentration,

VC, is the vacancy concentration gradient,

Q* is the heat of vacancy transport, VT is the
temperature gradient.



Influence of Thermal Diffusion

Ludwig-Soret effect of thermal diffusion causes concentration gradients in
initially homogeneous two-component systems subjected to a temperature
gradient.

J. Chipman, The Soret effect, Journal of the American Chemical Society, 48, 2577-2589 (1926)

For the case of atomic and vacancy diffusion in crystalline solids, this effect
was studied by a number of authors including it’s theoretical interpretation by
Shewmon and Schottky.

P. Shewmon, Thermal diffusion of vacancies in zinc, Journal of Chemical Physics, 29, (5), 1032-1036 (1958)
G. Schottky, A theory of thermal diffusion based on lattice dynamics of a linear chain, Physica Status Solidi, 8, (1),
357 (1965)

For the electric-current assisted sintering, the effect of thermal diffusion was
analyzed by Kornyushin and co-workers. Later, for rapid densification, the role
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We demonstrate a possible significance of thermal diffusion for SPS
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Influence of Thermal Diffusion

Schottky: J =—D| VC +C (kg Al
\" Vv T

Young & C,H;
McPherson: = FVT
DC, A VT
e h )T

Wirtz: Q* = Hm - Hf

_G( .

m . k7 is the thermal diffusion ratio ((T)
k(T)

M

Kornyushin: «/

the spatial average of temperature)

did not include the term VC,! Otherwise:

A AT =
 _CH, /
We re-define: ™1 K <T> )
" m) div]=-D—T
The driving force for div] — D& AT 2 <T>

the vacancy migration:

(T)

) =

is

5se

J is the vacancy flux, D is the coefficient of

diffusion, C, is the vacancy concentration,

VC, is the vacancy concentration gradient,
Q” is the heat of vacancy transport, VT is the
temperature gradient.

H_ is the enthalpy of vacancy migration;

m

H, is the enthalpy of vacancy formation

DC,

KT

Heat transfer equation:

oT A is the thermal conductivity; C is
—— —( heat capacity; t is time; and q is the
dt heat production per unit volume of the

material and per unit time, which in the
case of SPS can be represented as

q=AE? where 1 is the specific
is the

C

electric conductivity, and E
electric field intensity



Influence of Thermal Diffusion
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A; is the thermal conductivity; ( is l
heat capacity; t is time; and ( is the
heat production per unit volume of the

material and per unit time, which in the Jo%0y o0,.D x.Q oT G
case of SPS can be represented as é;?)x =— it == gb 7gb T ( —— ﬂeEz —
q=4E?, where A, is the specific Z(G + rp) ﬂT <T> ot (G + rp)

electric conductivity, and E is the

electric field intensity l
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\ | pore —e=¢ 0 is porosity; G is the average grain size
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E. Olevsky and L. Froyen, Influence of thermal diffusion on spark-plasma sintering, J. Amer. Ceram. Soc. 92, S122-132 (2009)
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J=—D<’;—T>VT > The intensity of thermal diffusion increases for
higher pulse frequencies.

» The thermal diffusion promotes components’
(atoms and vacancies) separation. At early stages
of sintering, this should lead to the growth of
Inter-particle necks, which corresponds to the
enhancement of sintering. At the final stages of
sintering, however, the pores may serve as
vacancy sinks under thermal diffusion
conditions, which impedes sintering.

> It is possible that the increased pulse frequencies
enhance sintering at the early stages of SPS and
hinder sintering at the late stages of SPS
process.

> In some experimental studies the pulse frequency
was found to have a limited impact on SPS
results - its contributions at early and late stages
of SPS could offset each other.

E. Olevsky and L. Froyen, Influence of thermal diffusion on spark-plasma sintering, J. Amer. Ceram. Soc. 92, S122-132 (2009)



Major Components of Densification-Contributing Mass
SPS (model including

Transfer During

ly
S ;

1 x Ox
e s e — St - <
O x

ore
. .
electric ;
curtent g
a/ \ a,

M. Scherge, C.L. Bauer, and W.W. Mullins,
Acta Met. Mater., 43 (9), 3525-3538 (1995):
electromigration stress of 23MPa along grain
boundaries under an electric field of 500 V/m (in a 1-
thick film) and up to GPa range stresses for grain
structures with closed surface junctions

M.R. Gungor and D. Maroudas, Int. J. Fracture,
109 (1), 47-68 (2001): electromigration stress of
140MPa in a 1 -thick film under the field of about 425
V/m

Q.F. Duan and Y.L. Shen, J. Appl. Phys. 87 (8),
4039-4041 (2000): electromigration stress of
450MPa along fast-diffusion length of 15 under 650
Vim

Z. Suo, Q. Ma, and W.K. Meyer, MRS
Symposium Proceedings, 6p. (2000):
electromigration stress in 0.5 -thick Al film under 300
V/m field should reach the level of 1.5GPa

externally applied load

electromigration):

power-law creep

N

grain-boundary diffusion

I

driving sources

electromigration

sintering stress
Nernst-Einstein equation

J=C.E+C Vo
Blech’s formula
_ 5gb ng * _ 5gb ng
Tk S5 Tk

where Q is the atomic volume, Z~ is the valence of a migrating ion, and &, is

the electron charge (the product Z*eq is called “the effective charge”).

U Jo,
= e —+— g
A

Y TOKT | O oy

U and | are the electric potential and the characteristic length along the
electric field.

B 0pDyp  Q

b
Jy) o

o _ PP | 1 -
2(a+ap) c

— G+,
—Ox GZ

Ze,U 3a|1 1
—+

kT (G+rp)2 Q1 Glr, 2G

gg bx
p

a is the surface tension, o - effective (far-field) external stress in the x-
direction

G =a=cis the grain size, r, =a, =c,is the pore radius.



Constitutive Model of Spark-Plasma Sintering

shrinkage due to grain-boundary diffusion

shrinkage due to dislocation creep

/5gb ng Q

b= byt b = ZeU a1 1| 2G| (3‘9)2[3“(1—9)2—5 }/A(l—@)g
x - Tbx T T KT (GHp)2 Q1 G|r, 2G G? 2 ) |2G x

G is the grain size; r is the pore radius; A and m are power-law creep frequency

L
m

factor and power-law creep exponent, respectively; D, is the coefficient of the
grain boundary diffusion, 6, Is the grain boundary thickness, k is the Boltzman’s

constant, T is the absolute temperature; Q is the atomic volume, Z~ is the
valence of a migrating ion, and e, is the electron charge (the product Z*eq IS

called “the effective charge”); U and | are the electric potential and the

characteristic length along the electric field; « is the surface tension; ox -
effective (far-field) external stress in the x-direction; @ is porosity.

E. Olevsky and L. Froyen, Constitutive modeling of spark-plasma sintering of conductive materials, Scripta Mater. 55, 1175-1178 (2006)



Contribution of different factors to shrinkage under SPS
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Contribution of different factors to shrinkage rate of aluminum powder under SPS
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Shrinkage kinetics during SPS of aluminum powder:
comparison with experiments

o498 1
798 1 Temperature
Porozity - Model 4
E_ B985 " 4 Porosity-Expetment
&
= |
]
© 598
a
a -
=
a» .
it 4498 I
N 250 Vim
398 - . 1
293 . . . . . t
I 200 400 gO0O ado 1000

Time, s

0.35

0.30

0.23

0.20

015

0.10

0.03

0.00

The average particle size is 55um. The applied field is accepted to be of
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E. Olevsky and L. Froyen, Constitutive modeling of spark-plasma sintering of conductive materials, Scripta Mater. 55, 1175-1178 (2006)
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Coupled electro-thermo-mechanical FEM calculations
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TEMPERATURE DISTRIBUTION DURING SPS

prismatic die
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Min: 1611913

temperature temperature gradient
cylindrical die
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SPS SCALABILITY (SIZE DEPENDENCE)
Alumina Disk-Shape Specimens (Same Aspect Ratio):

Size 1l | Size 2 | Size 3 | Size 4
Height
- Sample [mm] 4 8 12 16
Radius
[mm] /.5 15 22.5 30
) Height
Die [mm] 30 60 90 120
Radius
[mm] 15 30 45 60
Height
Punch |[mm] 20 40 60 80
Height
N Ram  [mm] 40 80 120 160
Radius
[Mmm] 120 160

experimental verification

(size2): '~

1668

[[[[[

temperature evolution

80

16808

tttttt

porosity evolution




SPS SCALABILITY (SIZE DEPENDENCE)

Temperature Gradient (Specimen)
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(Porosity (Center) — Porosity (Surface)) Sample Radius
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SPS SCALABILITY (SIZE DEPENDENCE): GRAIN GROWTH
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Further prospects

» Development of on-line sintering damage
criteria

» Modeling of nano-powder sintering

» Modeling of  sintering  with phase
transformations or chemical reactions

» Modeling of field-assisted sintering

» Development of sintering  optimization
approaches

» Multi-scale modeling of sintering



